
Fixture Type:

Catalog Number:

Project:

Location:

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program.   201

modernforms.com
Phone (800) 526.2588
Fax       (800) 526.2585

Headquarters/Eastern Distribution Center
44 Harbor Park Drive  
Port Washington, NY 11050

Central Distribution Center
1600 Distribution Ct
Lithia Springs, GA 30122

Western Distribution Center  
1750 Archibald Avenue  
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• ETL & cETL Wet ocation listed, IP65 ated
• ADA compliant, low pro�le design
• Projects up and towards the mounting surface
• Transformer located inside the �xture
• 52,000 hour rated life
• Color Temp: 3500K
• CRI: 90

PRODUCT DESCRIPTION

Sleek and stylish, this versatile LED sconce with tapered torch design 
fosters an easy transition from interiors to exteriors for exceptional 
design continuity. Embodies an IP65 sealed stainless steel frame 
with back light 

.

FEATURES

SPECIFICATIONS

Construction: Stainless steel and K2 Clear optic crystal

Light Source: High output LED

Finish: Black (BK)

Standards: ETL & cETL et ocation listed  IP65  ADA mpliant

STAFF – model: WS-W197

LED Exterior Sconce

ORDER NUMBER

Height Wattage Voltage
LED

Lumens
Delivered 
Lumens Finish

WS-W19732
WS-W19770

32”
70”

15W
31W

120V 
374

1190
258
713          BK Black
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